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Leck-Dichtlanze

Art.-Nr. 1500009600

The quick fix for sealing leaks.When you're the first person on the rescue site, the Vetter leak sealing lance
enables you to act quickly. With no assistance required, you can seal small leaks in storage tanks, tank trucks or
wagons in seconds and from a safe distance. By using the wedge and cone bags at the tip of the leak sealing
lance, you will effectively reduce the volume flow rate at cracks measuring 15 - 60 mm (0.6 - 2.3 inch) and holes
measuring 30 - 90 mm (1.2 - 3.5 inch). Anti-slip profiles on the bags ensure a good grip. The device with its simple
design provides an invaluable quick-fix which will buy you time to put further measures in place.Notes:Working
pressure: 1.5 bar (21.75 psi)Test pressure: 1.95 bar (28.5 psi)made of chloroprene rubber is possible. Please ask
us* Length with coupling + 6 cm (2.36 inch)Size (L x W x H)in cm/inchair requirement at 1,5 barin lt / cu. ft.weight
approx.in kg / lbsleak opening sizein cm / inch Width in cm /inchWedge bag 623 x 6 x 59 x 2,4 x
21,50,050,20,41,5-450,59-1,776-92,36-3,54Wedge bag 823 x 8 x 5,59 x 8 x
2,23,50,120,30,71,5-4,50,59-1,778-123,15-4,72Wedge bag 1123 x 11 x 79 x 4,3 x
2,87,80,280,40,93-61,8-2,3611-174,33-6,69Cone bag 723 x Ø 79 x Ø 2,830,110,20,43-91,8-3,54-
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Technical Data

Weight [kg]: 8.1

operating pressure: 1,5 bar / 21,76 psi

Test pressure : 1,95 bar / 28,28 psi
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